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SECTION 1
PURPOSE AND SUMMARY OF TEST

PURPOSE

This 56.3 km/h frontal barrier impact test is part of the Vehicle Barrier Impact Testing Program
sponsored by the National Highway Traffic Safety Administration (NHTSA) under Contract No.
693JJ919D000005. The purpose of this test was to obtain vehicle crashworthiness and

occupant restraint system performance data for consumer information purposes.

The 56.3 km/h frontal barrier impact test was conducted in accordance with the Office of
Crashworthiness Standards Laboratory Procedure for NCAP Full Frontal Rigid Barrier Impact

Testing.

SUMMARY

A load cell barrier consisting of 128 load cells was impacted by a 2020 Ford Explorer SUV at a
velocity of 56.21 km/h. The test was performed at Calspan Corporation’s Transportation Test
Operations facility in Buffalo, New York on March 25, 2020. Pre- and post-test photographs of
the vehicle and dummies to document the test can be found in Appendix A. One real-time
camera and 16 high-speed cameras were used to document the frontal barrier impact event.
Camera locations and other pertinent camera information can be found in Data Sheet 6 of this
report.

One Part 572E, 50" percentile male anthropomorphic test device (ATD), was placed in the
driver seating position and one Part 5720 5" percentile female ATD was placed in the right-
front passenger seating position according to dummy placement instructions specified in the
Laboratory Procedure for NCAP Full Frontal Rigid Barrier Impact Testing. Both ATDs were fully
instrumented with head, chest and pelvis tri-axial accelerometers, chest displacement
potentiometers, upper neck transducers, femur load cells, and lower leg instrumentation. Seat
belt load cells were installed on the driver's and passenger’s lap and shoulder belts to measure
dummy torso and pelvic section loading. The driver (position 1) ATD (Serial No. 142) and the
right-front passenger (position 2) ATD (Serial No. 140) were qualified prior to this test.
Certification details, along with instrumentation calibration data, can be found in Appendix C of

this report.

The 486 channels of data were recorded on an on-board data acquisition system. Appendix B

contains the vehicle, load cell barrier and dummy response data traces.



There was 100 percent windshield retention and no intrusion into the protected zone of the

windshield during the event. There was a total of 0.0 grams of stoddard solvent leakage after

the event or during any phase of the static rollover. The maximum static crush of the vehicle

was 610 mm and both driver and passenger side doors remained closed during the impact

event and were operable after the impact.

The driver’s visible contact points were as follows: The driver’'s head contacted the frontal airbag

and then the head restraint. The upper torso contacted the frontal airbag. Both knees contacted

the knee air bag.

The passenger’s visible contact points were as follows: The passenger’s head contacted the

frontal airbag and then the head restraint. The upper torso contacted the frontal airbag. Both

knees contacted the knee airbag

The occupant data is summarized below.

Neck Neck g’hn;; Chest Left Right
ATD Position HIC1s Nij Tension Comp. (N) Clip Disp. Femur Femur
(N) Go | (mm) (N) (N)
Driver (50t) 125.307 | 0.263 | 744.583 -117.598 36.331 | -20.211 | -1021.006 | -933.332
Passenger (5") 317.535 | 0.292 | 830.030 -571.880 40.285 | -11.410 | -1690.646 | -1799.577

GENERAL COMMENTS:
1. P21 (Driver) serial number - 142
2. P2 (Passenger) serial number - 140

Data Anomalies:

e Engine Bottom X Acceleration,Exceeded calibration range at 111.2 ms

¢ Right Rear Seat Cross Member X Redunadant Aceleration,Questionable data throughout
e Left Rear Seat Cross Member X Redundant Acceleration,Questionable data throughout
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SECTION 2

OCCUPANT AND VEHICLE INFORMATION / DATA SHEETS

This section contains information reporting for the following Data Sheets:

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

Data Sheet No.

1 — General Test and Vehicle Parameter Data
2 — Seat Adjustment, Fuel System, and Steering Wheel Data
3 — Dummy Longitudinal Clearance Dimensions
4 — Dummy Lateral Clearance Dimensions

5 — Seat Belt Positioning Data

6 — High-Speed Camera Locations and Data

7 — Vehicle Accelerometer Locations

8 — Photographic Reference Target Locations

9 — Load Cell Locations on Fixed Barrier

10 — Test Vehicle Summary of Results

11 — Post-Test Observations

12 — Vehicle Profile Measurements

13 — Accident Investigation Division Data

14 — Vehicle Intrusion Measurements

15 — Summary of Indicant FMVSS No. 212 and FMVSS No. 219 (Partial)

16 — FMVSS 301 Barrier Impact and Static Rollover Results

17 — Dummy/Vehicle Temperature Stabilization Chart

2-1



DATA SHEET NO. 1
GENERAL TEST AND VEHICLE PARAMETER DATA

Test Vehicle:
Test Program:

2020 Ford Explorer SUV
NCAP Frontal Barrier Impact Test

NHTSA No.:
Test Date:

M20200203
3/25/2020

TEST VEHICLE INFORMATION AND OPTIONS

NHTSA No. M20200203 Traction Control System (TCS) Yes
Model Year 2020 Power Steering Yes
Make Ford Power Window Auto-Reverse No
Model Explorer Driver Frontal Airbag Yes
Body Style SUvV Driver Curtain Airbag Yes
VIN 1FMSK8DH1LGB70778 Driver Head/Torso Airbag No
Body Color Blue Driver Torso Airbag No
Odometer Reading (km /mi) 6 mi Driver Torso/Pelvis Airbag Yes
Engine Displacement (L) 2.3 Driver Pelvis Airbag No
Type / No. Cylinders 14 Driver Knee Airbag Yes
Engine Placement Inline Front Pass. Frontal Airbag Yes
Transmission Type Automatic Front Pass. Curtain Airbag Yes
Transmission Speeds 10-Speed Front Pass. Head/Torso Airbag No
Overdrive Yes Front Pass. Torso Airbag No
Final Drive Four Wheel Drive Front Pass. Torso/Pelvis Airbag | Yes
Roof Rack No Front Pass. Pelvis Airbag No
Sunroof / T-Top No Front Pass. Knee Airbag Yes
Running Boards No Driver Pretensioner Yes
Tilt Steering Wheel Yes Driver Load Limiter Yes
Power Seats Yes Front Pass. Pretensioner Yes
Anti-Lock Brakes (ABS) Yes Front Pass. Load Limiter Yes
Automatic Door Locks (ADLS) Yes Other — -
Does owner’s manual provide instructions to turn off automatic door locks?
DATA FROM CERTIFICATION LABEL
Manufactured By Ford Motor CO GVWR (kg) 2679
Date of Manufacture 01/20 GAWR Front (kg) 1186
GAWR Rear (kg) 1540

VEHICLE SEATING AND WEIGHT CAPACITY DATA

Measured Parameter

Front

Rear

Third

Type of Seats

Bucket

Bench

Bench

Number of Occupants

Capacity Wt. (VCW) (kg)

Cargo Wt. (RCLW) (kg)

2
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DATA SHEET NO. 1 ... (CONTINUED)
GENERAL TEST AND VEHICLE PARAMETER DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

Collect items circled in red, tire manufacturer, and tire name.

readwear, traction
and temperature grades

Tire: ply o PR S no TRAC
sampasiian
and malerisla
e

Nz cold
i latican &
Iaad limil

Rotio ol haight D
wu.l.htmpnc-t mtl:r]

VEHICLE TIRE INFORMATION

Measured Parameter Front Rear
Maximum Tire Pressure (kPa) 350 350
Cold Pressure (kPa) 230 230
Recommended Tire Size 255/65R18 255/65R18
Tire Size on Vehicle 255/65R18 255/65R18
Tire Manufacturer Hankook Hankook
Tire Model Kinergy GT Kinergy GT
Treadwear 500 500
Traction A A
Temperature Grades A A
Tire Plies Sidewall 2 Steel 2 Steel
Tire Plies Body 2 Steel, 2 Polyester, 1 Nylon 2 Steel, 2 Polyester, 1 Nylon
Load Index / Speed Symbol 111H 111H
Tire Material Rubber Rubber
DOT Safety Code Left TT7681BH04219 TT7681BH04219
DOT Safety Code Right TT7681BH04219 TT7681BH04219
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DATA SHEET NO. 1 ... (CONTINUED)
GENERAL TEST AND VEHICLE PARAMETER DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

TEST VEHICLE WEIGHTS

Units As Delivered Weights (UVW) As Tested Weights (ATW)
Front Axle | Rear Axle Total Front Axle | Rear Axle Total
Left kg 517 489 534 618
Right kg 517 482 534 590
Ratio % 51.6 48.4 46.9 53.1
Totals kg 1034 971 | 2005 | 1068 1208 2276
TARGET TEST WEIGHT CALCULATION
Measured Parameter Units Value
Total Delivered Weight (UVW) kg 2005 (A)
Weight of 1 P572E ATD & 1 P5720 ATD kg 142 (B)
Rated Cargo / Luggage Weight (RCLW) kg 136 ©
Calculated Vehicle Target Weight (TVTW) kg 2283 (A+B+C)
TEST VEHICLE ATTITUDES AND CG
Condition Units LF RF LR RR o8 (i o
ront axle)
As Delivered mm 961 960 989 989 1462
As Tested mm 952 953 956 957 1602
Post-Test mm 964 957 952 954 |

GENERAL TEST VEHICLE DATA

Measurement Description Units Value
Total Vehicle Wheel Base mm 3018
Total Vehicle Length at Left Side mm 4959
Total Vehicle Length at Centerline mm 5055
Total Vehicle Length at Right Side mm 4959
Weight of Ballast in Cargo Area kg 145
Weight of Vehicle Components Removed kg 28.5
Amount of Stoddard Solvent in Fuel Tank L 63.1

LIST OF COMPONENTS REMOVED TO MEET TEST WEIGHT:

Trunk carpeting, spare tire, jack
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DATA SHEET NO.1 ... (CONTINUED)

GENERAL TEST AND VEHICLE PARAMETER DATA

Test Vehicle: 2020 Ford Explorer SUV

Test Program: NCAP Frontal Barrier Impact Test

NHTSA No.:
Test Date:

TARGET VEHICLE STRUCTURAL MEASUREMENT

No. Description Pre-Test
1 | Total Length 5055
2 | Total Width 1977
3* | Bumper Top Height 621
4* | Bumper Bottom Height 519
5* | Longitudinal Member Top Height 599
6 | Distance Between Longitudinal Members 942
7 | Longitudinal Member Width 75
8* | Engine Top Height 950
9* | Engine Bottom Height 498
10 | Engine and Gearbox Width 390
11 | Front Bumper-Engine Distance 808
12* | Front Shock Absorber Fixing Height 1066
13* | Bonnet Leading Edge Height 1041
14 | Front Shock Absorber Fixing Width 1251
15 | Front Bumper — Front Axle Distance 865
16 | Front Axle — A Pillar Distance 619
17 | A-Pillar — B-Pillar Distance 1172
18 | B-Pillar — Rear Axle Distance 1224
19 | B-Pillar — C-Pillar Distance 1287
20* | Roof Sill Bottom Height 1652
21* | Roof Sill Top Height 1718
22* | Floor Sill Bottom Height 290
23* | Floor Sill Top Height 451

*Height Measurements are taken from the ground
Note: All measurements are in millimeters

2-5
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DATA SHEET NO. 2

SEAT ADJUSTMENT, FUEL SYSTEM, AND STEERING WHEEL DATA

Test Vehicle: 2020 Ford Explorer SUV

Test Program: NCAP Frontal Barrier Impact Test

NOMINAL DESIGN RIDING POSITION

The driver’'s seat back was set to the manufacturer’s designated
angle. The passenger’s seat back was positioned in a similar
manner as the driver's seat back. Seat back angles are

measured at the headrest post bezel using a digital inclinometer.

Seating Position Degrees
Driver Seat Back Angle 3.1
Passenger Seat Back Angle -0.3

SEAT FORE / AFT POSITIONS

NHTSA No.: M20200203
Test Date: 3/25/2020
" [ Joecrees

SEAT BACK

INCLINOMETER

ADJUSTER

e —_
e —"
LEFT SIDE VIEW/ }

FRONT SEAT ASSEMBLY

The driver’s seat was positioned at the mid-point of fore/aft travel at its lowest position. The
passenger’s seat was positioned at the most forward position of fore/aft travel. Zero is defined as

the forward most position.

Seating Position Total Fore / Aft Travel

Placed in Position #

Driver Seat

320

160

Passenger Seat

255

0

SEAT BELT UPPER ANCHORAGE

The driver’s seat belt anchorage was positioned according to the manufacturer’s
designated positioning for a 50" percentile adult male ATD. The passenger’s seat belt
anchorage was positioned according to the manufacturer’s designated positioning for
a 5™ percentile adult female ATD. For this test zero is defined as the uppermost

position.

Seating Position

Total # of Positions

Placed in Position #

Driver Seat

4 (0-3)

0

Passenger Seat

4 (0-3)

0

Seat Cushion _."" .-
!Ih--‘-\'"-—.l
I,\__‘—-j |

E N, Sear Travel Area "
PNe— \

Seat Travel Area

~—p —! B

-+ A > > A
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DATA SHEET NO. 2 ... (CONTINUED)
SEAT ADJUSTMENT, FUEL SYSTEM, AND STEERING WHEEL DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
FUEL TANK CAPACITY
Description Liters

Usable Capacity of “Standard Tank” 67.8

Usable Capacity of “Optional Tank” N/A

92%-94% of Usable Capacity 62.4 —63.7

Actual Amount of Solvent Used 63.1

1/3 of Usable Capacity 22.6

FUEL PUMP

The vehicle is equipped with an electric fuel
pump. The fuel filler neck is on the left side of
the vehicle. The pump creates positive
pressure in the fuel lines, pushing the gasoline
to the engine. See form 1 for more information.

STEERING COLUMN ADJUSTMENT

Steering wheel and column adjustments are

made so that the steering wheel hub is at the
geometric center of the locus it describes when
moved through its full range of motion. For angular
measurements, a digital inclinometer was used to
measure a plate which was placed across the
steering wheel rim. A tape measure was used to
measure the telescoping steering wheel travel.

Fuel Ling____

Filler Mesch Valume,

\apor Woluma A

Filar Cap

Urusatia Capacity—"

VEHIGCLE FUEL TANK ASSEMBLY

LEFT SIDE VIEW

STEERING COLUMN ASSEMBLY

STEERING COLUMN POSITIONS

Description

Fore / Aft Position
(mm)

Degrees

Lowermost position No. 1

20.8

Geometric center position No. 2

23.5

Uppermost position No. 3

Telescoping Steering Wheel Travel

Test Position

26.1
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Test Vehicle:

DATA SHEET NO. 3
DUMMY LONGITUDINAL CLEARANCE DIMENSIONS

2020 Ford Explorer SUV

Test Program: NCAP Frontal Barrier Impact Test

SWA"’\

o

Seat Back Angle Line —w

Left Side View

NHTSA No.:
Test Date:

M20200203
"3/25/2020

Driver (SN: 142)

Passenger (SN: 140)

Code Measurement Description Longth (mm) | Angle ©) | Length (mm)| Angle ()
WA?° | Windshield Angle 29.4

SWA?°| Steering Wheel Angle 23.5

SCA°| Steering Column Angle 66.5

SA° | Seat Back Angle (on headrest post) 3.1 .
HZ | Head to Roof (2) 241 90 245 90
HH | Head to Header 380 27.8 339 50.3
HwW | Head to Windshield 688 0 668 0
NR | Nose to Rim / Dash 410 9.9 464 18.5
CD | Chestto Dash 561
CS | Chest to Steering Hub 317 2.3
RA | Rim to Abdomen 208 0

KDL | Left Knee to Dash 224 22.4 114 28.0
KDR | Right Knee to Dash 212 14.6 121 28.8
PA° | Pelvic Angle 22.4 20.9
TA° | Tibia Angle 35.5 45.5
SK | Striker to Knee 592 5.2 742 4.2
ST | Striker to Head 551 78.2 524 30.4
SH |Striker to H-Point 268 42.8 407 14.9
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DATA SHEET NO. 4
DUMMY LATERAL CLEARANCE DIMENSIONS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.:

Test Program: NCAP Frontal Barrier Impact Test Test Date:

STRIKER

M20200203

3/25/2020

Front View
Code Description Sl el
(mm) (mm)
AD Arm to Door 146 95
HD H-Point to Door 160 201
HR Head to Side Header 253 286
HS Head to Side Window 390 415
KK Knee to Knee 350 210
SHY | Striker to H-Point (Y Direction) 270 280
AA Ankle to Ankle 350 163
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DATA SHEET NO. 5
SEAT BELT POSITIONING DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

SEAT BELT F'DSITIIDNING DATA

DUMMY'S CENTERLIN ‘0 RING

SHOULDER
BELT
PORTIOHN

PBU
PBL

PBELT

MALE BLAD PORTION

BUCKLE
ASSEMELY:

18" THICK
ALUMIHUM

FREEL

INBOARD
AHCHORAGE

)
FLOORPAH
FRONT VIEW OF DUMMY

SEAT BELT POSITIONING MEASUREMENTS

Measurement Description Units Driver Passenger
PBU — Top surface of reference to belt upper edge mm 350 285
PBL — Top surface of reference to belt lower edge mm 275 210

BELT LENGTH DATA

Measurement Description Units Driver Passenger
Shoulder belt length as measured on ATD mm 855 910
Lap Belt Length as measured on ATD mm 730 770
Remainder of belt on reel mm 815 720
Total belt length for continuous webbing systems mm 2400 2400
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DATA SHEET NO. 6
HIGH-SPEED CAMERA LOCATIONS AND DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

CAMERA POSITIONS FOR FRONTAL IMPACTS

14 - Pit Front
15 - Pit Rear
16 & 17 - Driver and Passenger Onboard

1. Real Time Camera
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DATA SHEET NO. 6 ... (CONTINUED)

HIGH-SPEED CAMERA LOCATIONS AND DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203

Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
CAMERA LOCATIONS

No. Camera View Location (mm) Loe Speed
X Y Z (mm) (fps)

1 ] Real-Time Left Overall - - . -T
2 | Left Overall 2403 -8227 -1304 24 1000
3 | Driver Close-Up -1516 -6669 -1406 50 1000
4 | Left Front Half -191 -6527 -1281 28 1000
5 | Left Angle -4427 -5432 -2542 50 1000
6 | Steering Column -1609 -6951 -1829 50 1000
7 | Right Overall -2108 8470 -1434 24 1000
8 | Passenger Close-Up -1414 6591 -1416 50 1000
9 | Right Front Half -847 6264 -1257 28 1000
10 | Right Angle -4567 4934 -2558 50 1000
11 | Windshield 1192 0 -3471 12.5 1000
12 | Driver Windshield 785 -400 -2350 25 1000
13 | Passenger Windshield 785 400 -2350 25 1000
14 | Pit Front -1100 0 2478 12.5 1000
15 | Pit Rear -2437 0 2478 12.5 1000
16 | Onboard Driver Airbag (Optional) 8 1000
17 | Onboard Passenger Airbag (Optional) 8 1000

* COORDINATES:

+X = forward of impact plane

+Y = right of monorail center

+Z = into ground
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DATA SHEET NO. 7
VEHICLE ACCELEROMETER LOCATIONS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
= 6
2.8
3.4
1.7
5

VEHICLE ACCELEROMETER PRE-TEST LOCATIONS

No. Accelerometer Location Measurements (mm)
X Y Z
1 Left Rear Accelerometer — X Direction 2085 -463 159
2 Right Rear Accelerometer — X Direction 2087 409 154
3 Engine Top X 4098 85 -289
4 Engine Bottom X 4326 66 119
5 Left Rear Accelerometer — Z Direction 2085 -463 159
6 Right Rear Accelerometer — Z Direction 2087 409 154
7 Left Rear Accelerometer — X Direction Redundant 2085 -463 159
8 Right Rear Accelerometer — X Direction Redundant 2087 409 157
Reference Points: X — Rear Surface of Vehicle (+ forward)

Y — Vehicle Centerline (+ to right)
Z — Ground Plane (+ down)
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DATA SHEET NO. 8
PHOTOGRAPHIC REFERENCE TARGET LOCATIONS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

ltem Value
394
988
2522
609
1923
210
1852
1216
1407
953
957
1739
1214
1740
959
950
1407

O|lT|0|1Z|IZ2|r|R|«|—|ZT|O(M(MO|O0|T@|>

All units in millimeters
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DATA SHEET NO. 9
LOAD CELL LOCATIONS ON FIXED BARRIER

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

centerline

2004 mr:y/

e
1-1 [ 1=2 [ 1=3 | 1-4 | 1=5 | 1=6 | 17 | 1-8 ( 1-% | 1=10|1-11) 1-12|1-13[1-14|1-15] 1-1&

2-1 [ 22| 253 | -4 225 26 | 22T ) 2-B 0 2-% | 2-10| 211 [ 2-12 (2413 2-14 (2418 241

3132 |3-3 [3-4 |35 |5306|37|3-8]35|3-10|3-11)|3-12|3-13|3-14|3-15| 3-1&

4-1 [ 4-2 | 4-3 | 4-4 | 4-5 | 4-6 | 4-T | 4-8 | 4-9 | 4-10|4-11 [ 4-12 [4-13 | 4-14 [4-15| 4-1&

5-1 [ 5-2 |53 | 54|55 |56 |57 | 5839510511512 |5-13)5-14 |5-13(5-1s

LI2S o

G-1 [ 62 | -5 | 64 | &5 | &6 | &T | 6-8 | &9 | 610 |6-11 [ 612 [6-13 | &-14 [6-15 | 6-16

T2 T3 T | T8 | TS| LT | TSR OT-S | T-10 T -1 T3 T-14 | 715 | -1

§-1 | §-2 | §-3 | §~4 | §-5 | 86 | -7 | B-8 | B-5 | B~-10|B-11|8-11|8-13|8-14 |8-15|8-16

9-1 (92|93 |94 |95 |96 | 9T 8] 99 |9-10|9-11 (%12 (913 (9-19 (9-15|9-16 l

g J B it ""j

Figure 1 - Load Cell Locations on a 128-Load Cell Barrier with Plywood Height Extension*
Please note above diagram is not actual representation of load cell barrier used.
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Test Vehicle:
Test Program:

DATA SHEET NO. 10
TEST VEHICLE SUMMARY OF RESULTS

2020 Ford Explorer SUV NHTSA No.:
NCAP Frontal Barrier Impact Test Test Date:
INSTRUMENTATION
Instrumentation Number of Channels Collected
Driver Dummy Accelerometers 47
Passenger Dummy Accelerometers 47
Vehicle Structure Accelerometers 8
Load Cell Barrier 384
Total 486

CAMERA COVERAGE

Type of Camera Number Used in this Test
High-Speed Vehicle Onboard 2
High-Speed Offboard 14
Real-Time Panning 1
Total 17
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DATA SHEET NO. 11
POST-TEST OBSERVATIONS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
TEST DUMMY INFORMATION AND CONTACT LOCATIONS
Description Driver Passenger

Dummy Type / Serial No.

P572E 50" Male / 142

P5720 5" Female / 140

Head Contact

Frontal Airbag & Headrest

Frontal Airbag & Headrest

Upper Torso Contact

Frontal Airbag

Frontal Airbag

Lower Torso Contact None None
Left Knee Contact Knee Airbag Knee Airbag
Right Knee Contact Knee Airbag Knee Airbag
DOOR OPENING AND SEAT TRACK INFORMATION
Description Driver Passenger Other
Locked / Unlocked Doors Unlocked Unlocked

Front Door Opening

Closed & Operational

Closed & Operational _

Rear Door Opening

Closed & Operational

Trunk/Hatch/Tailgate Opening

Seat Track Shift (mm)

0

Closed & Operational

Operationa

Seat Back Movement from Initial Position

No

No

POST-TEST STRUCTURAL OBSERVATIONS

Critical Areas of Performance

Observations and Conclusions

Windshield Damage

Minor cracks throughout

Window Damage None
Other None
VEHICLE REBOUND FROM BARRIER
Measured Parameter | Units Value
Left Side mm 842
Center mm 845
Right Side mm 838
Average | mm | 842
SUPPLEMENTAL RESTRAINT SYSTEM INFORMATION
. Driver Passenger
Restraint Type
yp Installed Deployed Installed Deployed
Front Airbag Yes Yes Yes Yes
Side Airbag 1 - Curtain Yes Yes Yes Yes
Side Airbag 2 - Torso/Pelvis Airbag Yes Yes Yes Yes
Knee Airbag Yes Yes Yes Yes
Seat Belt Pretensioner Yes Yes Yes Yes
Seat Belt Load Limiter Yes Yes Yes Yes

Other
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DATA SHEET NO. 12
VEHICLE PROFILE MEASUREMENTS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

TO TRAILMNG EDGE

| _ N ’}\

TO STEERMNG COLUMN
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DATA SHEET NO. 12 ... (CONTINUED)
VEHICLE PROFILE MEASUREMENTS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
No. Measurement Description Pre-Test Post-Test | Difference
1 | Total Length of Vehicle at Centerline 5055 4447 -608
2 Rear Surface of Vehicle (RSOV) to Front of Engine 4247 4221 -26
3 | RSOV to Firewall 3801 4012 211
4 | RSOV to Upper Leading Edge of Right Door 3556 3556 0
5 | RSOV to Upper Leading Edge of Left Door 3555 3560 5
6 | RSOV to Lower Leading Edge of Right Door 3518 3521 3
7 | RSOV to Lower Leading Edge of Left Door 3521 3525 4
8 | RSOV to Upper Trailing Edge of Right Door 2410 2413 3
9 | RSOV to Upper Trailing Edge of Left Door 2409 2410 1
10 | RSOV to Lower Trailing Edge of Right Door 2449 2452 3
11 | RSOV to Lower Trailing Edge of Left Door 2448 2448 0
12 | RSOV to Bottom of “A” Post of Right Side 3664 3666 2
13 | RSOV to Bottom of “A” Post of Left Side 3666 3664 -2
14 | RSOV to Firewall, Right Side 3789 3952 163
15 | RSOV to Firewall, Left Side 3946 3955 9
16 | RSOV to Steering Column 3042 3142 100
17 | Center of Steering Column to “A” Post 284 295 11
18 | Center of Steering Column to Headliner 441 468 27
19 | RSOV to Right Side of Front Bumper 4997 4411 -586
20 | RSOV to Left Side of Front Bumper 4997 4450 -547
21 | Length of Engine Block 318 318 0
RD | RSOV to Right Side of Dash Panel 3277 3277 0
CD | RSOV to Center of Dash Panel 3188 3192 4
LD | RSOV to Left Side of Dash Panel 3279 3280 1

All Dimensions in mm
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DATA SHEET NO. 13
ACCIDENT INVESTIGATION DIVISION DATA

Test Vehicle: 2020 Ford Explorer SUV
Test Program: NCAP Frontal Barrier Impact Test

VEHICLE INFORMATION

VIN:

1FMSK8DH1LGB70778

Vehicle Size Category: MPV

ACCELEROMETER DATA

Accelerometer Locations: Please See Data Sheet No. 7
Cal. Procedure / Interval: Calspan Procedure / 6 month
Integration Algorithm: Trapezoidal
Linearity: > 99%

Impact Velocity (km/h): 56.21

Velocity Change (km/h): 79.77

Time of Separation (ms): 140

CRUSH PROFILE

NHTSA No.:
Test Date:

Wheelbase (mm):
Test Weight (kg):

M20200203

73/25/2020 _

3018

2,276

Collision Deformation Classification: 12FDEW3

Midpoint of Damage: C3

Damage Region Length (mm): 1650

Impact Mode: Frontal
No. Measurement Description Units Pre-Test Post-Test Difference
C1 Crush Zone 1 at Left Side mm 4856 4410 446
C2 Crush Zone 2 at Left Side mm 4981 4430 551
C3 Crush Zone 3 at Left Side mm 5045 4435 610
C4 Crush Zone 4 at Right Side mm 5046 4441 605
C5 Crush Zone 5 at Right Side mm 4983 4435 548
C6 Crush Zone 6 at Right Side mm 4860 4421 439

L Clto C6 mm 1650 1285 365
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Test Vehicle:

DATA SHEET NO. 14
VEHICLE INTRUSION MEASUREMENTS

2020 Ford Explorer SUV NHTSA No.:
Test Program: NCAP Frontal Barrier Impact Test Test Date:
DOOR OPENING WIDTH
Item Description Units Pre-Test | Post-Test | Difference
A Left Side Upper mm 1042 1041 -1
B Left Side Lower mm 899 901 2
D Right Side Upper mm 1037 1037 0
E Right Side Lower mm 898 899 1
WHEELBASE MEASUREMENTS
Item Description Units Pre-Test | Post-Test | Difference
C Left Side Wheelbase mm 3018 2881 -137
F Right Side Wheelbase mm 3018 2878 -140

Left & Right Side Views
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DATA SHEET NO.14 ... (CONTINUED)

VEHICLE INTRUSION MEASUREMENTS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
DRIVER COMPARTMENT INTRUSION

Item Description Units Pre-Test Post-Test | Difference

AB | Door Opening (Inside Window Jam) mm 779 782 3

CX | Left Knee Bolster to X mm 385 383 -2

DX | Right Knee Bolster to X mm 378 380 2

EX | Brake Pedal to X mm 573 567 -6

FX | Foot Restto X mm 621 615 -6

GX | Center of Steering Column Wheel Hub to X mm 88 187 99

X = Front of Seat Track (Stationary)

a AB

'y

+— X —

__.__"F._

DRIVER COMPARTMENT
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DATA SHEET NO. 15
SUMMARY OF FMVSS 212, 219 (PARTIAL), AND 301 DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

Windshield Mounting Details: A 0.8 mm trim surrounds the top and side of windshield while a
plastic shroud is on the bottom.

The standard requires that the post-test retention measurement be a minimum of 75% of the
pre-test total periphery measurement for vehicles not equipped with occupant passive restraints
and 50% for each side of the windshield for vehicles which are equipped with occupant passive
restraints.

Temperature of windshield molding during test: _21°C

WINDSHIELD PERIPHERY MEASUREMENTS

Measurement FUETEs FosiTEs % Retention
(mm) (mm)
Left Side 2378 2378 100
Right Side 2378 2378 100
Total 4756 4756 100
] n ::E
i
""" f ) tem | Units | Value
| . B A mm 1354
X — - | B mm | 488
_______________________ i _/' C mm | 1706
Lower Edge of Protected Zone D mm 848
: E mm 540
C » F mm 705

FRONT VIEW OF WINDSHIELD

AREAS OF PROTECTED ZONE FAILURES

A. Provide coordinates of the area that the
protected zone was penetrated more than .25
inches by a vehicle component other than one
that is normally in contact with the windshield.
e No Penetration

B. Provide coordinates of the area beneath the
protected zone that the inner surface of the
windshield was penetrated by a vehicle component.
e No Penetration
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DATA SHEET NO. 15 ... (CONTINUED)
SUMMARY OF FMVSS 212, 219 (PARTIAL), AND 301 DATA

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

FMVSS 301 FUEL SYSTEM INTEGRITY POST IMPACT DATA

Temperature at Time of Impact: Test Time: 11:37 AM

STODDARD SOLVENT SPILLAGE MEASUREMENTS

A. From impact until vehicle motion ceases: 0z.

(Maximum allowable is 1 0z.)

B. For the 5-minute period after motion ceases:
(Maximum allowable is 5 0z.)

C. For the following 25 minutes:
(Maximum allowable is 1 oz./minute)

0z.

0z.

ihil;

D. Spillage: | No Spillage Occurred
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DATA SHEET NO. 16
FMVSS 301 STATIC ROLLOVER RESULTS

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020

T180°TO270°  270° TO 360°

0% TO 90° 90° TO 180°

1. The specified fixture rollover rate for each 90°of rotation is 60 to 180 seconds.

2. The position hold time at each position is 300 seconds (minimum).

3. Details of Stoddard Solvent Spillage: \ No Spillage Occurred

SOLVENT COLLECTION TIME TABLE IN SECONDS

Test Phase Rotation Time Hold Time Total Time
0° to 90° 70 300 370
90° to 180° 69 300 369
180° to 270° 71 300 371
270° to 360° 69 300 369

FMVSS 301 SPILLAGE TABLE

Test Phase First 5 Minutes Sixth Minute Seventh Minute | Eighth Minute
0° to 90° 0 0 0

90° to 180° 0 0 0

180° to 270° 0 0 0

270° to 360° 0 0 0

SOLVENT SPILLAGE LOCATION TABLE

Test Phase Spillage Location
0° to 90°
90° to 180°
180° to 270°
270° to 360°
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DATA SHEET NO. 17
DUMMY / VEHICLE TEMPERATURE STABILIZATION CHART

Test Vehicle: 2020 Ford Explorer SUV NHTSA No.: M20200203
Test Program: NCAP Frontal Barrier Impact Test Test Date: 3/25/2020
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Temperature and Humidity Stabilization Chart/Data for Dummies and Test Vehicle
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NCAP 56.3 KPH FRONTAL
2020 Ford Explorer
NHTSA No. M20200203
3/25/2020

B i

Figure A-1: Load Cell Location
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Figure A-2: Pre-Test Load Cell Wall



Figure A-3: Post-Test Load Cell Wall

M20200203

MFD. BY FORD MOTOR (0.

DATE:  01/20 GVWR: 2679 KG ( 5905 LB)

FRONT GAWR: REAR GAWR:

1186 KG ( 2615 LB) WITH | 1540 KG ( 3395 LB) WITH
255/65R18 T11H TIRES| 255/65R18 111H TIRES
18x7.5) RIMS [ 18x7.5) RIMS
AT 230 kPa/ 33 PSICOLD| AT 230 kPa/ 33 PSICOLD

THIS VEHICLE CONFORMS TO ALL APPLICABLE FEDERAL MOTOR

VEHICLE SAFETY AND THEFT PREVENTION STANDARDS IN

EFFECT ON THE DATE OF MANUFACTURE SHOWN ABOVE.
VIN. 1FMSK8DH1LGB70778 F0099
TYPE: MPV T0266

BRI

WB 'INTTR 'TP/PS 1R 'AXI.E rTR rI’R !
19 86 LR RRA
1202001216470 UTC @ 5U5A-1520472-BA

Figure A-4: Manufacturer’s Label
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TIRE AND LOADING INFORMATION
el (SCATING CAPICTY_ TOTAL: 6 _ FRONT: 2 REAR 4 )

The combined weight of occupants .
and cargo should never e)?ceed : 644 kg or 1421 Ibs.

SIZE COLD TIRE PRESSURE

q
o
=
&
N

SEE OWNERS

255/65R18 111H 230 KPA, 33 PSI MANUAL FOR
255/65R18 111H 230 KPA, 33 PSI ADDITIONAL

T165/70D18 116M | 420 KPA, 60 PS| INFORMATION

CES|

001 T A O

8LL0L997HABASING L

M20200203

Figure A-5: Tire Placard

M20200203

Figure A-6: 2020 Ford Explorer Frontal As Delivered
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NCAP 56.3 KPH FRONTAL
2020 Ford Explorer
NHTSA No. M20200203
3/25/2020
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Figure A-8: Pre-Test Front View of Test Vehicle

A-8



T TR = TELL LSt STITL L

NCAP 56.3 KPH FRONTAL

Figure A-10: Pre-Test Left View of Test Vehicle
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Figure A-12: Pre-Test Right View of Test Vehicle
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Figure A-15: Post-Test Right Front 3-4 View
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Figure A-16: Pre-Test Left Rear 3-4 View
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Figure A-17: Post-Test Left Rear 3-4 View
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Figure A-18: Pre-Test Windshield View
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Figure A-20: Pre-Test Engine Compartment View
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PRE-TEST
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
3/125/2020

Figure A-22: Pre-Test Fuel Filler Cap View




POST-TEST
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
3/25/2020

Figure A-23: Post-Test Fuel Filler Cap View
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PRE-TEST
NHTSA No.M20200203

Figure A-24: Pre-Test Front Underbody View




PRE-TEST

NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
32512020

Figure A-26: Pre-Test Rear Underbody View
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POST-TEST
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
37252020

Figure A-28: Pre-Test Dummy Cable Routing




Figure A-30: Pre-Test Driver Dummy Front View




PRE-TEST (Pos 1) e AT
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
3/25/2020

Figure A-32: Pre-Test Driver Dummy Window View
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POST-TEST (Pos 1)
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
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Figure A-34: Pre-Test Driver Dummy and Vehicle Interior View
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PRE-TEST (Pos 1)
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
3/25/2020

Figure A-36: Pre-Test Driver’s Seat Fore-Aft Markings
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POST-TEST (Pos 1)
NHTSA No.M20200203
NCAP Frontal
2020 Ford Explorer
3/25/2